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 EC Declaration of Conformity 
 
The manufacturer:   Rooster d.o.o.  

Address:    Likozarjeva 1 

SI–1000 Ljubljana 

Slovenia 

 

We declare on our own responsibility, that the following products:  

 

Description/type:   ROOSTERWELD – WELDING CURTAINS 

• STANDARD MIX 3 WELDING CURTAIN 

• STANDARD MIX 2 WELDING CURTAIN 

• STANDARD WELDING CURTAIN 

• SPECIAL MIX 3 WELDING CURTAIN 

• SPECIAL MIX 2 WELDING CURTAIN 

• SPECIAL WELDING CURTAIN 

• UNIQUE MIX 3 WELDING CURTAIN 

• UNIQUE MIX 2 WELDING CURTAIN 

• UNIQUE WELDING CURTAIN 

 

ROOSTERWELD – PROTECTION CURTAINS 

• STANDARD MIX 3 PROTECTION CURTAIN 

• STANDARD MIX 2 PROTECTION CURTAIN 

• SPECIAL MIX 3 PROTECTION CURTAIN 

• SPECIAL MIX 2 PROTECTION CURTAIN 

• UNIQUE MIX 3 PROTECTION CURTAIN 

• UNIQUE MIX 2 PROTECTION CURTAIN 

 

ROOSTERWELD – WELDING STRIPS 

• 1MM WELDING STRIP 

• 2MM WELDING STRIP 
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Are in a conformity with 

(reference to the specifications under which conformity is declared in accordance with Annex II of 

PPE regulation (EU) 2016/425) 

 

 

• EN ISO 25980:2014  Safety requirements for transparent welding curtains, strips,  

and screens to be used for shielding of work places from their 

surroundings where arc welding processes are used. 

 

 
Model name:    ROOSTERWELD-WCWS-RED 

• PVC 

• Thickness: 0.37 mm 

• Surface: Smooth 

• Luminous transmittance: 4.5% 

• Hazard level: 0.5 

 

ROOSTERWELD-WCWS-GREEN 

• PVC 

• Thickness: 0.37 mm 

• Surface: Smooth 

• Luminous transmittance: 0.15% 

• Hazard level: 0.2 

 

ROOSTERWELD-WCWS-DARKGREEN 

• PVC 

• Thickness: 0.40 mm 

• Surface: Dull / Smooth 

• Luminous transmittance: 0.04% 

• Hazard level: 0.1 

 

ROOSTERWELD-WCWS-BROWN 

• PVC 

• Thickness: 0.37 mm 

• Surface: Smooth 

• Luminous transmittance: 0.7% 

• Hazard level: 0.2 
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This declaration applies to the equipment as submitted in the type testing and described in the 
manufacturer’s technical documentation (As described in 2016/425 Annex II) that is registered by the 
following notify body:  
 

Notified body (1883):    ECS GmbH - European Certification Service 

Hüttfeldstraße 50 

DE – 73430 Aalen 

Germany 

 

Who has issued the following:  EU TYPE TEST REPORT 

• Nr. 1030-ECS-20 / MR 10301-ECS-20 

• Nr. 1030-ECS-20 / MR 10302-ECS-20 

• Nr. 1030-ECS-20 / MR 10303-ECS-20 

• Nr. 1030-ECS-20 / MR 10304-ECS-20 

 

 

Signature:        Place and date of issue:  

Mitja Petelin (CEO)       Ljubljana 01.01.2023

 

mailto:info@rooster.s
http://www.roosterweld./

